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Circular regulating dampers Ø 80-315 mm

GTC30 / GTCF30

Circular regulating dampers in galvanised steel with
300 mm casing.

MATERIAL AND FINISH
	– Frame in Z140 galvanised steel, casing depth 300 mm, 
thickness 1 mm
	– Blade in galvanised steel thickness 1 mm
	– Shaft in galvanised steel Ø 12 mm not through.
	– Drawing without bushes.
	– Flanges only for GTCF30 version.

VERSIONS
•	GTC30  standard
•	GTC31  with external gaskets
•	GTCF30  with flanges
•	Stainless steel AISI 304L  (PRICES ON REQUEST)
•	Stainless steel AISI 316L  (PRICES ON REQUEST)
•	ATEX

II 2G Ex h IIB T6 Gb
II 2D Ex h IIIC T85°C Db

•	Painting  (PRICES ON REQUEST).

ACCESSORIES
Manual command  C19 for GTC (see pag. 113).
Electric actuators  (see pag. 114).

GALVANISED STEEL VERSION AISI VERSION

Øn Dimensions [mm] Holes GTC30 GTCF30 Dimensions [mm] Holes

[mm] ØO ØH nr € € ØO ØH nr
80 78 110 4 78 113 4

100 98 135 4 98 133 4

125 123 155 4 123 155 4

150 148 180 4 148 182 4

160 158 192 4 158 191 4

175* 173 - - 173 - -

180 178 - 5 178 212 5

200 198 230 6 198 233 6

225* 223 - - 223 - -

250 248 280 6 248 281 6

300 298 330 6 298 331 6

315 313 346 6 313 346 6

GTC31 version +15%
ATEX version PRICES ON REQUEST 
Minimum necessary torque: 4 Nm
* Non-standard product. The dimensions will be provided ON REQUEST

GTC31 + C19

GTC30 + C19


