
20250701_SE The specifications are subject to change without prior notice  

DI
ST

RI
BU

ZI
ON

E 
AR

IA
2 -108

Ø O

400

M
ax 60

50

(=) (=)

50

Ø O

Ø H

400

(=) (=)

M
ax 60

Ø O

GALVANISED STEEL VERSION AISI VERSION

Øn Dimensions [mm] Holes GTC40 GTCF40 Dimensions [mm] Holes

[mm] ØO ØH nr € € ØO ØH nr
315 313 346 6 313 346 6

350 348 380 8 348 381 8

400 398 433 8 398 433 8

450 448 485 10 448 480 10

500 498 535 10 498 532 10

550 548 585 12 548 685 12

600 598 635 14 598 637 14

700* 698 - - 698 - -

GTC41 version +15%
ATEX version PRICES ON REQUEST 
Minimum necessary torque: 8 Nm
* Non-standard product. The dimensions will be provided ON REQUEST

Circular regulating dampers Ø 315-715 mm

GTC40 / GTCF40

Circular regulating dampers in galvanised steel with
400 mm casing.

MATERIAL AND FINISH
	– Frame in Z140 galvanised steel, casing depth 400 mm, 
thickness 1,5 mm
	– Blade in galvanised steel thickness 1,5 mm
	– Shaft in galvanised steel Ø 12 mm not through.
	– Drawing without bushes.
	– Flanges only for GTCF40 version.

VERSIONS
•	GTC40  standard
•	GTC41  with external gaskets
•	GTCF40  with flanges
•	Stainless steel AISI 304L  (PRICES ON REQUEST)
•	Stainless steel AISI 316L  (PRICES ON REQUEST)
•	ATEX

II 2G Ex h IIB T6 Gb
II 2D Ex h IIIC T85°C Db

•	Painting  (PRICES ON REQUEST).

ACCESSORI
•	Manual command  C21 or C22 for GTC (see pag. 113).
•	Electric actuators  (see pag. 114).

GTC41 + C22

GTCF40 + C21


